
All glazed sliding doors and full height
windows to be provided with a grade "A"
factory glazing in accordance with AS 2008
-"Safety Glazing Materials for Use in
Building(human Impact Consideration). All
other glazing shall be installed in accordance
with Table 1A appendix "A" of AS 1288 -
Glass Installation Code.

All smoke detectors to be installed in
accordance with AS 3786-1993"Smoke
Alarms", and connected to each unit in
accordance with Part 3.7.2 of The Building
Code of Australia.

All exhaust fans to be installed in accordance
with Part 4 of The Building Code of
Australia and AS 1668.2-1991 -
"Mechanical Ventiliation for Acceptable
Indoor Air Quality".

Walls adjacent to baths & shower recesses to
be finished with an approved impervious
material to a minimum height of 1800mm
above the floor all in accordance with AS
3740-1994 "Waterproofing of Wet Areas in
Residential Buildings".

All footings and slabs to be contructed with
termiteprotection barriers in accordance with
AS 3660.1-1995 "Protection of Buildings
from Subterranean Termites Part 1 New
Buildings", & part 3.13 of The Building Code
of Australia.

All footings and slabs to be constructed with
vapour barrier in accordance with AS
2870.1-1998 "Residential Slabs & Footings
Construction".

Treads, risers and balustrades to comply with
Part 3.9.1 and 3.9.2 of The Building Code
of Australia.

All building work must comply with The
Building Code of Australia.

DO NOT scale drawings use figured
dimensions only.

NOTES:

B.C.A. ASSESSMENT.
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Class 1A Building

All bathrooms and laundry  floors to be
finished in a impervious material and graded
to a suitable floor waste outlet, with finishes,
flashings and wall floor junctions all to
comply with AS 3740-1994 "Waterproofing
of Wet Areas in Residential Buildings" + Part
3.8.1 of The Building Code of Australia.

Dimensions shown are nominal and to be
checked by contractor before commencing
work.


